
ERE08

ERE08 is CE approved small flexible crawler excavator with high-quality and high-value. With compact size to 
operate effectively in narrow space.

Available for various attachments to adapt to different works.High configuration with swing boom, extension track

Suitable for all emission standard Boom deflection Expending undercarriage

With various attachments options to do different work Operating Weight - 800kg

Option for Euro 5/ EPA engine, swing armWith rubber tracks, no damaged to the ground
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EXCAVATOR

ERE08
Attachments:

Specifications:

300mm narrow bucket  Rake 600mm cleaning bucket Auger

1200mm cleaning bucket Hydraulic quick hitch Grapple Hydraulic breaker

Model

Operating Weight                  

Digging bucket capacity                     

Digging bucket width

Engine

Rated power

Displacement

Bore stroke

Main pump

Pump flow

Valve

Swing motor 

Traveling motor

Overall dimension( LxWxH)

Wheelbase

Total length of track

ERE08                  

800kg               

0.025cbm/120kg

350mm, can add narrow bucket is 200mm

CHANGCHAI (KD192) / KOOP(KD192)

7.5/7.6kW

6.8ml/r

single cylinder, fan cool

SAISIDA

16L/min

BEIFANG

SJ-TECH (MP-1-160)

KERSEN (OMS-2450)

2770x896x1490 mm

910 mm

1230mm

380 mm

784 mm

896 mm

180 mm

132 mm

9.6kN

8.5kN

320 mm

1650 mm

1375 mm

2610 mm

1850 mm

2850 mm

1330 mm

345 mm

255 mm

Platform ground clearance

Platform back turning radius

Chassis width

Track width

Chassis ground clearance

Bucket digging force

Arm digging force

Rubber track height

Max. Digging depth

Max. Vertical digging depth

Max. Digging height

Max. Dumping height

Max. Digging radius on ground

Min. Rotation radius

Max. Upgrade height of bulldozer blade

Max. Digging depth of bulldozer blade


